
 2.33in
59.3mm

 

 2.36in
60mm

 

 2.27in
57.5mm

 

 1.56in
39.7mm

 
 .25in

6.4mm
 3X M5X0.8

8mm
3 ON OPP. SIDE

 1.56in
39.7mm

 

A

A

4X M4X0.7 THREAD
 8mm

4 ON  SIDE 

1.50in
38.1mm

.75in
19.1mm

CLEAR APERTURE

 1.13in
28.6mm

 

 1.00in
25.4mm

 

1"-32 INTERNAL
THREAD  10mm

1 ON  SIDE

 2.00in
50.8mm

 

 3.18in
80.8mm

 

VIEW A-A 
SCALE 1 : 1.5

PART NO. EXAMPLES:

BBK-19-28-064-NN: 28mm OPTIC x 6.4mm EDGE
THICKNESS. NO COOLING, NO INTERLOCK.

BBK-19-25-040-NN: 1.0" OPTIC x 4.0mm EDGE
THICKNESS. NO COOLING, NO INTERLOCK.

CONTACT HAAS LTI WITH YOUR BBK-19 REQUIREMENT

BOM#
NA

NO. REVISIONS DATE APPD

(973) 598-1150
Fax: 598-1151

37 IRONIA ROAD
FLANDERS NJ 07836

SCALE: 1:1

HAAS DOC.#

FOR INFORMATION ONLY
NOT FOR MANUFACTURING

ANGULAR: 0.5

(EXCEPT AS NOTED)
TOLERANCES:

X.XXX= 0.005
X.XX= 0.01
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DATE:
9/20/2016

DRAWN BY:

SG GJH
CHK'D BY:

BBK-19 BEAM BENDER WITH NO
INTERLOCK SWITCH & NO COOLINGSPECIFICATION SUBJECT TO CHANGE WITHOUT NOTICE.

CONTACT HAAS LTI FOR MORE INFORMATION.

BBK-19-NN-SALES

\\haas-server\Engineering\SHAKTI\Marketing\BBK-19\BBK-19-XX-XXX-NN.SLDDRW LAST SAVED BY Eng-4 ON Tuesday, September 20, 2016 2:38:15 PM


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4
	Drawing View5


