
38.10mm
1.500in  B.C.

BOTH ENDS

 4X 90° 

4X M4 TAP 0.37in[9mm]
FOR FACE MOUNTING.
CLOCKING VARIABLE
BOTH ENDS[12mm]

0.472in
MAX. INPUT C.A.

 
114.2mm

4.50in  

 4X 90° 

58.8mm
2.31in

1"-32 THREAD
0.48in[12mm]

BOTH ENDS

[23mm]
0.906in

MAX. OUTPUT C.A.

NOTE: SHORT BODY
LENGTH FOR 1.5X THRU
3.0X EXPANSION RATIOS

EXAMPLE PART NOS.:
BEC-19-1.5-10.6-S: Laser Beam Expander/Collimator, 19mm Series,
1.5X Expansion Ratio, for use at 10.6µm, Short Body.

BEC-19-1.5-1064-S: Laser Beam Expander/Collimator, 19mm Series,
1.5X Expansion Ratio, for use at 1064-1070nm, Short Body.

Contact Haas LTI with your BEC-19 requirement.

BOM#

REV. DESCRIPTION DATE APPD

(973) 598-1150
Fax: 598-1151

37 IRONIA ROAD
FLANDERS NJ 07836
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X.XXX= 0.005
X.XX= 0.01
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BEC-19 1.5X BEAM EXPANDER/
COLLIMATOR - SHORT BODY LENGTH
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