
 
176.6mm

6.95in  

 
42.0mm
1.65in  

 
88.0mm
3.46in  

COLLIMATOR PROTECTIVE
WINDOW CARTRIDGE

NOZZLE TIP STAND-OFF/FOCUS MANUAL ADJUST

4X 6.6mm [.26in] THRU
11mm [.43in] 6mm [.24in]

FOCUSING LENS COVER
GLASS CARTRIDGE

FOCUSING LENS X-Y ADJUST

CAPACITIVE HEIGHT SENSING
ELECTRONICS CONNECTOR

NOTE: ELECTRONICS SOLD
            SEPARATELY

REPLACEABLE T-M11 NOZZLE TIP - VARIOUS ORIFICE DIAMETERS AVAILABLE

 
345.7mm
13.61in  

 
167.6mm

6.60in  

 
60.0mm
2.36in  

 
58.0mm
2.28in  

WATER-COOLING IN/OUT
6mm O.D. TUBE PUSH-TO-

CONNECT FITTINGS

QBH FIBER CONNECTOR

4X M6x1.0 9mm [.35in]

PROCESS GAS "IN"
FITTING. 10mm
TUBE COMPRESSION
FITTING
20 Bar [290 PSI] MAX. PRESSURE

 
40.0mm
1.57in  

 
100.0mm

3.94in  

 
87.5mm
3.45in  

 
58.7mm
2.31in   

63.0mm
2.48in  

FCHM-30-100-125-QBH
PROCESS HEAD

BOM#
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